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TYPE 111 BARRICADE
¢ RDAD CLOSED )
STD. DWG. 745-1

ONE ROADWAY CLOSED
4 LANE DIVIDED
(DETAIL E-1)

NOTES: DETAILS E-1 AND E-2

1.ROAD CLOSED BARRICADES, STRIPES AND DETOUR ARROW TO BE
PROPERLY ORIENTED FOR APPROACHING TRAFFIC.

2.BARRIER LAYOUT TO BE IN ACCORDANCE WITH AASHTO ROADSIDE
DESIGN GUIDE ( CURRENT EDITION ).SEE NOTE IS SHEET 745-2

APR.10,2001
DATE

APR.10,2001
DATE

3. WHEN GRADING 1S REOUIRED THE ENGINEER HAS THE OPT(ON OF ELIMINATING
EITHER THE CENTER LINE CHANNELIZATION DR SHOULDER CHANNEL[ZATION.

4.PLACE A WARNING SIGN AS SHOWN [N DETAIL E-2 [F CENTER LINE

CHANNELIZATION 1S ELIMINATED.

SALT LAKE CITY, UTAH

(SEE NOTE 4 )

UTAH DEPARTMENT OF TRANSPORTATION
STANDARD DRAWINGS FOR ROAD AND BRIDGE CONSTRUCTION

IF DETOUR 1S UNPAVED, DO

CHANNELIZING DEVICES

SHALL BE REQUIRED. NOT
(SEE NOTE 3 ) PASS

CHAIAMAN STANDARDS COMMITTEE

APPROVED

RECOMMENDED FOR APPROVAL

TEMPORARY WHITE SHOULDER LINE

DEPUTY DIRECTOR

WITH PAVED ROADWAY

SIGN SEQUENCE & SPACING REOUIRED

TEMPORARY STRIPING (NO PASSING )
FOR OPPOSITE DIRECTION OF TRAFFIC.

WITH PAVED ROADWAY

4

(METRIC >
TRAFFIC CONTROL
ROAD CLOSED. DETOUR

NO
ZFASSINB

TYPE (11 BARRICADE

(roso cLosen . ROADWAY CLOSED ( DETOUR ) ! !

STANDARD DRAWING TITLE

STD. DWG. NO.

745-2E

STD. DWG. 745-1 2 LANE, 2 WAY TRAFFIC

(DETAIL E-2 ) ALL DIMENSIONS ARE SHOWN IN METERS (m )UNLESS OTHERWISE NOTED.




